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Safety Caution: 

 Install independence three hole special-purpose socket, which must be 

good earthed. The earthed connection should not pass water pipes, 

telephone wires or gas pipe, etc. 

 Using improper voltage may result in damage to the appliance and possible 

injury to the user. Correct voltage is listed on the rating label. 

 If the power supply breaks off, wait for at least 5 minutes before restart the 

appliance again. 

 Do not use to pick up flammable or combustible liquids such as gasoline or 

use in areas where they may by present. Forbid to store hazardous and 

corrosive articles such as poisonous, flammable, and explosive articles in 

the refrigerator. 

 Keep ventilation openings in the appliance enclosure, clear of obstruction. 

 Do not damage the refrigerant circuit. 

 Do not use other electrical appliances inside the food storage 

compartments of the appliance. 

 Please do not handle plug or appliance with wet hands. Don't touch the 

food or container in the freezing box with wet hands (especially metal 

container), in case that the fingers frostbitten. 

 Please don't put glass bottle or container into the freezing box so as not to 

be frozen crack. 

 Please don’t slope heavy angle when moving the refrigerator, and don’t 

electrify it until wait a period of time after it being put steadily. 

 Do not pull or carry by cord, use cord as a handle, close a door on cord, or 

pull cord around sharp edges or corners. Keep cord away from heated 

surfaces. Do not unplug by pulling on cord. To unplug, grasp the plug, not 

the cord.  

 Do not use with damaged cord or plug. Do not use refrigerator if it has been 

dropped, damaged, left outdoors, or dropped in water. Return it to an 

authorized service center. 

 If the supply cord is damaged, it must be replaced by the manufacturer, its 

service agent or similarly qualified persons in order to avoid a hazard. 
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 Disconnect the power supply before replacing the lamp. 

 The appliance is not intended for use by young children or inform person 

without supervision. Young children should be supervised to ensure that 

they do not play with the appliance. 

 If any malfunction found, please ask for help from the manufacturer, its 

service agent, or qualified persons. Don’t dispose the expired refrigerator to 

normal garbage bins. It must be delivered to the special handlers in 

accordance with the local provisions.     

Characteristic of Product: 

 The refrigerator is the newly designed and environmental product. 

 Refrigeration system is optimization designed to save energy.  

 The refrigerator door can be refitted by the user oneself according to the 

needs, to achieve the goal of opening the door from side to side; 

Preparation Before Application: 

 Unwrap all the package, including the bubble cushion of the foundation and 

the adhesive tape which fixed the accessories; 

 Clean the inner wall of the refrigerator; 

Start-up for a test: 

 Insert the power plug into the suitable socket, and adjust the temperature 

control knob among “1-7”, the refrigerator will start to work; 

 There is obvious drop in the temperature of the freezer after being electrified 

for several minutes, it indicates that the refrigeration system operates 

normally; 

 It’s normal that the both sides of the refrigerator is warm when it is in 

operation. 

Regarding the temperature controller: 

 The temperature controller knob is used to adjust the temperature in the 

refrigerator, " 0 " is to stop the appliance; " 7 " is for the coldest point, “1-7” 

doesn’t stand for the idiographic temperature in the refrigerator; 

 The smaller of the figure, the higher the temperature in the compartment. 

Open the door from the left or right side: 

 Users can change the direction of opening according to one’s own needs; 
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 The concrete operating sequence is as follows:  

Screw off the two bolts which in the back of the top cover with cross opener, 

take off the top cover, screw off the six square nut of the doorpost of the right 

side, and install the doorpost to the relative position on the left side, then screw 

down the six square nuts. 

Pull down the door-hinge from the bottom of the refrigerator with cross 

opener, take off the doorpost, and install it to the relative jack and screw down 

the nut. Install the adjusted nut which take off from the left to the relative positive 

on the right. Aim at the door and screw down the bolt, pull back the top cover 

from the front to the back, insert it in the top cover from side to side and screw 

down the two bolts of the back of the top cover. 

Now the refrigerator door is changed from right into left deviation. 

Using Precautions: 

 Look on your refrigerator and follow all label and marking instructions. 

 Do not use outdoors or on the wet surfaces. Use only on dry, indoor 

surfaces. 

 Use only as described in this manual, do not use for any purpose. Use only 

manufacturer recommended attachments. 

  Generally the temperature of the refrigerator is usually about 0～10℃, it’s 

used to preserve vegetables and fruits, etc., which doesn’t need to be stored 

or frozen for long time. 

 The temperature of the two-star freezer is usually about -12℃, it can be 

used to preserve meat, fish, etc., which need to be frozen for a long time. 

 The cool room does not need to defrost, the freezer needs to defrost 

artificially. When the thickness of the frost layer is more than 6mm, cut off 

the power and remove the frost and then wipe with a towel. Do not use 

mechanical devices or other means to accelerate the defrosting process. 

 The refrigerator should be cleaned regularly. Cut off the power first, then use 

a towel dipped in warm water diluted with mild detergent to wipe the 

compartment. Finally dry it with a dry tower. Don’t spray directly to the 

appliance to clean it.  

 The ground where bestow the refrigerator should be flat, and keep some 
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room around it for good ventilation.  

 If the food is too hot, wait for a while until it cools down before put it into the 

compartment. Keep some necessary room in the freezer.  

The trouble and maintenance: 

 The refrigerator doesn’t work; 

* Check whether the plug is inserted well? 

* Whether the temperature controller knob is in the position “0”?  

If yes, adjust it in a suitable position “1”-“7”. 

* Whether restart the refrigerator less than five minutes after  

cutting off the power?  

 The compressor doesn’t work 

* Whether the temperature controller knob is in a high position? If  

yes, adjust it to a low location. 

* Whether the ambient temperature is too low? 

 The noise is too loud 

* Whether the base package removed? 

* Whether the refrigerator is put steadily? Adjust the adjustable  

foot in the bottom of the refrigerator. 

* Whether the refrigerator collides with the wall or other things? Keep some 

room around the refrigerator. 

 It’s difficult to open the door 

Perhaps it hasn’t been opened for a long time and the frost is too thick. Defrost it 

artificially, clean the door sealing. 

 



 

 

 

 


