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Thank you for purchasing our product .
This product is manufactured wi th the st r ic test qual i ty
contro l and compl ied to the re levant Internat ional Safety
Standards.
This instruct ion is a step by step guide to Insta l la t ion
and wi l l provide  in format ion on maintenance and safety
operat ion.

INSTALLATION  MANUAL

FDF LAGENDA 565 BK/WH

AC 220-240V, 50Hz, 85W



SAFETY PRECAUTION

1.Safety Precautions

2.Parts & Accessories

3.Fan Installation

  *a. Downrod Installation

  *b. Electrical Wiring Conncetion

  *c. Fan Hanging Installation

  *d. Canopy Installation

  *e. Blade Installation

  *f. Switch Housing Installation

  *9. Reverse Function

  *h. Balancing

4.Receiver & Remote Control

5.Maintenance

6.Troubleshooting

1

2

3

4

5

6

6

7

8

8

9

9

10

10

IMPORTANT:PLEASE READ BEFORE INSTALLATION

1.Installation must be carried out by a qualified wiring installer.

2.Turn off the electrical mains at the circuit breaker fuse box.

3.Use power supply 220-240V/50Hz.

4.When mounting the fan,ensure that the safety cable is loop across the

ceiling mounting hook.

5.The ceiling mounting hook must be able to withhold a min.of 35 pounds.

6.The ceiling fan must be mounted at a min.height of 8 ft of clearance

from the floor.

7.Do not place any objects in the path of the blades.

8.When all electrical connections are done,store all wires neatly.

9.Make sure that all screws and connection are tightly screwed and secured.
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Cleaning

Due to the fan’ s natural movement,connections may get loose after a period

of usage.To ensure a proper and safety usage,is highly recommended to

inspect and tighten all connections every 6 months

Clean your fan periodically to prolong its new appearance.Basic cleaning

procedures are as follows:

1.Use only lukewarm water.Do not use detergent,Corrosive or acidic solution.

2.Damp the cloth lightly.Use only soft or lint-free cloth to clean the fan.

   Rough fabric will scratch the surface.

3.To cover small scratches, apply a light coat of shoe polish over it 

4.There is no need to oil the fan.

Check on the following before lodging a service report

TABLE OF CONTENTS MAINTENANCE

TROUBLESHOOTING

             Causes   Problem            Solution

Fan not moving

Fan noisy

Remote control

not working

1.Main cables not connected

2.Wire connection loose

1.Housing screws are loose

2.Wire nut connection rattles 

   against each other

3.Canopy touches the ceiling

1.Remote and receiver code

different

2.Battery not installed

3.Weak battery

1.Check mains and branch circuit 
    breakers or fuse.
2.Check the line wires connections 
    to the fan and switch housing.

1.Tighten all screws
2.Seperate and store neatly the 
    wire nut connections
3.Check that the canopy is not 
    touching or too close to the 
    ceiling

1.Check that the codes are exactly 
    the same
2.Install the remote control battery
3.Change a new battery

---------------------------
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1. Rubber Stud 
2. Cross Pin
3. Rubber Stud Bracket
4. Upper Canopy
5. Downrod
6. Lower Canopy
7. Cross Pin
8. Coupler
9. Motor
10. Motor Bracket
11. Lower Motor Shield
12. Switch Housing
13. Washer
14. Hex Nut
15. R-Pin
16. Safety Cable
17. Screw
18. Washer
19. Hex Nut
20. R-Pin
21. Male Connector
22. Female Connector
23. Fan Blade Screw
24. Fan Blade Washer
25. Blade Holder
26. ABS Blade
27. Decorative Cover
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If the fan encounter wobbling during operation, do the following
steps to solve the problem:

1.Tighten all screws

2.Unscrew the blades and fix them

   back at different combination of

   position on the motor

3.Measure the level betweeen the 

   ceiling and all blades.

4.Use the blade Balancing Kit

   provided if the fan still wobbles.

BALANCING

RECEIVER & REMOTE CONTROL

Balancing 

             Kit

Plastic Clip

PARTS & ACCESSORIES

FUNCTIONS OF TRANSMITTER
* Please use AAA batteries for the remote control unit.
OFF: Turn off ceiling fan.
FAN ON: Turn on ceiling fan.
SPEED 4: Turn on ceiling fan at turbo speed.
SPEED 3: Turn on ceiling fan at high speed.
SPEED 2: Turn on ceiling fan at medium speed.
SPEED 1: Turn on ceiling fan at low speed.
1H:  Press to set up the time 1 hour
3H:  Press to set up the time 3 hours
5H:  Press to set up the time 5 hours

IMPORTANT: DO NOT CONNECT THIS REMOTE CONTROL CEILING FAN 
TO DIMMER SWITCH OR REGULATOR
Match the code of the receiver and remote control. Ensure that both device 
codes are the same mode.

OFF

R

1Hr 3Hr

5Hr FAN ON

A
A

A

A
A

A

26

27

L
N
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STEP BY STEP INSTALLATION

The following steps will guide you to a successful installation

1.Downrod installation

2.Electrical wiring connection

3.Fan Hanging Installation

4.Canopy installation

5.Blades installation

6.Switch housing installation

FAN INSTALLATION SWITCH HOUSING INSTALLATION

(1) “J” Hook mounted

Summer

Winter

REVERSE FUNCTION

Forward: The air will run down, 
                 suitable for summer.

 

Reversal: Turn on the “ R” button 
                  on the remote control, 
                  the air will run up, 
                  suitable for winter.

Note: When you turn on the fan 
           and not turn on the “R” 
           button, the fan is in a state of forward.

Put the switch housing on the lower motor shield, and then rotation from 
right to left, finally hold the locked state. 
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BLADE INSTALLATION 

1. Remover the R-pin and Cross pin 

    from downrod.

2. Thread the wires through the 

    downrod and canopy. And then insert 

   the downrod into the Coup le.

DOWNROD INSTALLATION

1. Carefully unwrap the blade and a 
    carrier bracket. Screws and fibre 
    washer and provided for assembly.

2. The fibre washer should be between 
    the head of screw and surface of the 
    blade. Ensure the screws are 
    tightened up firmly. 

The ABS blades are assembled 
together with holder.

Fix assembled blades onto the motor 
surface and ensure the screws are 
tightened up firmly.

1. Insert the downrod to coupler.

2. Insert the cross pin across the 
    downrod at the coupler.

3. Insert the snap pin across the hole 
    of the cross pin.

4. Tighten the screw of the coupler to 
     the downrod, ensure that it is 
     properly fasten.

R-pin

screw Cross pin

Coupler

Cross pin R-pin

Lower 
canopy

Upper 
canopy

Upper 
canopy

Lower 
canopy
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CANOPY INSTALLATION

1. Put the lower canopy 

    down through the 

    downrod and tighten it.

2. Raise the upper canopy 

    and tighten it with screws. 

    Be sure the upper 

    canopy does not touches 

    the ceiling (leaving a gap 

    of 5mm).

ELECTRICAL WIRING CONNECTION
FAN HANGING INSTALLATION

Connect the wires main power supply according to picture:

COLOR                                    NAME
RED        ---------------------    LIVE WIRE
BLACK   ---------------------    NEUTRAL WIRE
GREEN  ---------------------    GROUND WIRE

RED(L) BLACK(N)

GREEN(E)

When mounting the fan, ensure 
that the safety cable is looped 
across the ceiling mounting hook.

L
N
L
N

BLACK(N)

GREEN(E)

RED(L)
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